
Superliner,
15 years peace of mind,
happiness at 35°C.

bwt.com BWT WATERPROOFING MEMBRANE SU P E R L I N E R  V 2 F  0 . 8 5 M M
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SUPERLINER 
V2F 0.85mm
Simple, durable and efficient, over the last forty years 
Superliner V2F 0.85 mm membranes have been used to 
waterproof tens of thousands of pools
Only BWT non-slip step pieces comply with the 
requirements for class C certification according to the 
European standard EN 15288-1, concerning pool safety.
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Clean and beautiful 

You like warm water? So does Superliner V2F. An anti-fungal 
agent impregnated into the membrane protects it against 
the growth of algae, bacteria and other micro-organisms. 
It may get warm, really warm, but your Superliner V2F will 
stay clean, unblemished and beautiful.

Outstanding performance

Superb dimensional stability
Superliner V2F’s excellent mechanical properties are the 
result of the high quality components and skilled techniques 
that go into its manufacture in BWT‘s factory in Le
Rheu, France.

Happiness at 35°C  

A Superliner V2F 0.85 mm membranes can withstand water 
temperatures up to 35°C.

Both sides of Superliner V2F liners are coated with a 
protective acrylic varnish.

The layer of varnish on the wall side of the membrane is 
5 microns thick, it ensures excellent resistance to micro-
organisms that can grow under the liner.

FRANCE

MADE IN
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Happiness at 35oC
The liner beading solution
This technology is protected by a BWT patent, it has the 
following advantages:

▪▪  Proven reliability, tried and tested over many years,

▪▪ No visible welds around the upper periphery of the 
liner for a flawless finish,

▪▪ No noticeable colour difference between the 
membrane and the liner beading,

▪▪ Uniform ageing of the membrane,

▪▪ Completely resistant to attack by micro-organisms 
and the effects of UV light,

▪▪ Perfectly homogeneous colours,

▪▪ Pattern continuity is respected.

Choose a Hung Cristal beading for your Superliner V2F. It 
is assembled with no visible welds, this ensures a flawless 
pool finish and facilitates cleaning of the water line. 

•	 No visible welds,
•	 No colour difference.

•	 Homogeneous pattern or 
colour,

•	 Pattern continuity respected.

The 8 micron thick layer of varnish 
on the surface in contact with the 
water fulfils four functions:
▪▪ It facilitates cleaning of the liner, notably 

along the water line,

▪▪ It helps protect pigments against the 
action of UV light,

▪▪ It slows the discolouration of the 
membrane,

▪▪ It protects the membrane against abrasion 
and scratching.

BWT 
PATENT

Hung Cristal liner beading: 
an exclusive BWT patent.
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PLA IN

Mint

Black

Blue grey Taupe

Beige Clay

White Dark blue

Grey Light blue

Anthracite grey
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Byzantine beige

Loire (gravel)

Mosaic Marine 2x2 cm

PATTE RNS
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FR ISES

Capri grey

Kéops

Capri beige

Oxford beige Oxford blue

Napoli

Caracol blue

Minos



BW T  WATE RPRO O F ING ME MBRA NE S UPE RL INE R V2F 0.85MM 7

Byzantine beige

Loire (gravel)

Mosaic Marine 2x2 cm

T ILE  BAND

Guarantees 
offered  
by BWT

THE BEST GUARANTEES
Superliner V2F comes with genuine guarantees that can 
only be extended by a manufacturer concerning the 
quality of its products.

▪▪ Guarantee against leaks: 15 years.
▪▪ Guarantee against stains: 10 years.
▪▪ Guarantee for an operating temperature up to: 35°C.
▪▪ Guarantee on dimensional stability: 10 years.

Superliners V2F will stay clean and beautiful for years.
To keep your liner even cleaner, fit your pool with a BWT
above-ground or submerged automatic cover. 
Discover our latest models.

Superliner V2F are colour matched to BWT 
pool fittings.
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Dealer‘s stamp:

PROCOPI S.A.S.
Les Landes d‘Apigné - B.P. 45328
35653 LE RHEU Cedex - FRANCE 

 + 33 2 99 14 78 78  + 33 2 99 14 59 05
 rennes@procopi.com

procopi.com


